TEMPORARY WELL CONSTRUCTION LOG

Well No. TW.2 Drilling Location: Project/Client: Renoval Assessmentill .S, EPA TDD No.:
Boring No. COOR-SBG08  |Canadian Radium and Uranfum Dorp. She Site Contact: Bamard Mwosu TOLO07-0023
Contractor: Environmenial Fleld Services, Ino. (EFE) Site Location: Background Gamma:
Crew: Date: 13i%isae 108 Kisco Avenues, Mount Bison, Wesichsster Doundy, New York 1Y - 20 keprn
Tom Wysooki and Doug | Time Start: 11:38 Weather: Suniry, 34'F Ground Elevation (NAVD 88): 28877
Drill Method: oi Time End:  12:30 Logged By:  Hathnyn Donohue TOG Elevation (NAVD 88): 39135
Equipment Type: Geoprobe Model 782207 Well Location: Notes:
Recovery |SampleNo | Blow | Gamma | Depth | ¢ oo oo Latitude: 4171243 BeE0TE Groundwalsr gauged on 121472018
% ftin. | /Depth | Counts | (kcpm) | (feet) Longitude: 7347 3
Casing stickup = 1.48 feet above ground surface (ags)
0 0 - 1 feet: Asphalt, fill, concrete
1 1 - 5 feet: Black coarse SAND, fill, concrete, hydrocarbon odor at 2.5 to 5 feet
2
50%
3
4
Depth to water from top of casing = 5.17 feet
5 5 - 6 feet: Black coarse SAND, some peat at bottom
6 6 - 7 feet: Grey silty SAND, trace clay
2 7 7 - 10 feet: Grey CLAY
70% - - 2T
¥
8
9
10 10 - 15 feet: Light grey silty sandy CLAY
11
12
80%
13
End of well construction @ 14.64 feet below ground surface (bgs)
14 Total Well depth (screen + casing + casing stickup) = 16.12 feet
g
15 End of Boring @ 15 feet bgs
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Well Dia. (OD}) Auger Dia. (OD)
Screen length: ) font Casing length: Locked: NA
Screen size: L0 st Casing stickup: Grout: N&
Sand pack length: NA Casing Type: B : 40 FYC [Bentonite: hA
Sand pack Type: ™A Sceen Type: Sohedule 40 PVYC

Comments:
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